LED Canopy Light

45w AC100-240/100-277V 4500-5175LM 1067 x10.6" x3.4" 3.5KG

100w | AC100-240/100-277V | 10000-11500LM 15.0#x15.0% x3.1¥ 7.0KG

150w | AC100-240/100-277V | 15000-16500LM 15.07x15.0" x3.1# 9.0KG

180w | AC100-240/100-277V | 21000-24500LM 2047 %204 x9.5" 9.0KG

150w | AC100-240/100-277V | 17500-20000LM 2047 x20.4 " x3.2" 11.0KG

240w | AC100-240/100-277V | 28000-315000LM 2047x204" x3.2" 11.0KG
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Philips Lumileds Internal structure
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM Flux out:14952 lm
/+180 2m 446.8,16241x 640.37cm
-150 150
-120 120
4m | 111.7,406.01x 1280.74cm
-90 920
6m | 49.65,180.51x 1921.10cm
-60 60
UNIT:cd
¥ ¢0/180,116.3 8m | 27.93,101.51x 2561.47cm
-30 0—630/210,116.5
o — ©60/240,116.1
AVERAGE BEAM ANGLE(50%) :116.4 pEQ/270-116.7
10m | 17.87,64.971x 3201.84cm
Height Eavg, Emax Angle:116.02deg Diameter
Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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